CodeScholarsTutoring

AP Networking

AP Networking | Unit 3

3.1 Planning From Requirements

Problems

Name: Date:

Reference scenario
Plan an installation before choosing equipment.

Staff today: 18

Staff growth: 8

Printers: 2

Gateway interface: 1

Guests: separate wrel ess network

3.1.1

A group has 40 endpoints and expects 25% growth. How many endpoint addresses should the plan reserve
before adding infrastructure addresses?

3.1.2

List three non-device-count requirements for a classroom network.
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3.2 Topology: Physical and Logical

Problems

Name: Date:

Reference scenario
Compare a cable drawing with logical groups on the same switch.

Physi cal : one switch, two cl assrooms
Room A ports: staff VLAN

Room B ports: student VLAN

Printer: staff VLAN

3.2.1

Two devices are in different rooms but use the same VLAN and subnet. Must their traffic cross an IP router
solely because of the room boundary?

3.2.2

A switch failure disconnects both staff and students despite VLAN separation. What does this reveal about
logical isolation and physical resilience?
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3.3 Subnetting an Address Space

Problems

Name: Date:

Reference scenario

Allocate a conventional IPv4 LAN subnet for 26 endpoints and one gateway. Show the address range.

Candi date: 10.4.8.0/27
Mask: 255.255. 255. 224
Addr esses in block: 32

3.3.1

For 10.4.8.64/26, identify the network address, broadcast address, and conventional usable host range.

3.3.2

Choose the smallest conventional LAN subnet that can hold 50 endpoints plus one gateway: /27, /26, or /25.
Explain.
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3.4 Segmentation With VLANSs

Problems

Name: Date:

Reference scenario

Separate a shared switch into staff and guest networks while keeping approved internet access.

VLAN 10: staff, 10.0.10.0/24
VLAN 20: guests, 10.0.20.0/24
Quests need: internet only

Staff VLAN —_ Routing + rules —_ Guest VLAN

3.4.1

After assigning two devices to different VLANS, their required cross-VLAN application stops working. What
functions must be checked?

3.4.2

Why is a VLAN label by itself insufficient evidence that guests cannot reach a staff server?
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3.5 Crossing Boundaries: Gateways and Rules

Problems

Name: Date:

Reference scenario
Apply the first matching firewall rule to a student request.

1 ALLOWstaff -> grade-server TCP 443
2 DENY student -> grade-server ANY
3 ALLOW student -> internet TCP 443
4 DENY any -> any ANY

3.5.1

What happens to a staff HTTPS request to the grade server and a staff SSH request to it?

3.5.2

An ALLOW any -> any rule is inserted first. Explain its effect on later deny rules.
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3.6 Documenting What You Built

Problems

Name: Date:

Reference scenario

Assess whether a change record is sufficient for the next technician.

Change: noved printer
Recorded address: 10.0.10.45
M ssing: VLAN, port, reason, tests, rollback

3.6.1

Write a short verification note after moving a printer from a guest segment to a staff segment.

3.6.2

Why should a network diagram and address inventory be updated in the same change process?
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